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T210, Free End Teflon 22AWG Wires
FREE END WIRE LEADS  
22 AWG, TEFLON 200°C, 19/34
3 WIRES SHOWN.  THE NUMBER OF WIRES
AND COLORS WILL VARY PER SENSOR MODEL

Ø.051 TYP

SENSOR
HOUSING

10 FOOT*

*OTHER STANDARD LENGTHS:
 3", 6", 1', 2', 5', AND 20'

SOLDER DIP, 60
40 SOLDER

Rev A DIM=INCH

MIN

CONDITIONS

FAC-TACH, Electrical & Functional Specifications

PROGRAMMED PARAMETERS

Low Update Time

Rev A

Temperature Range

ELECTRICAL SPECS

Operating

ABSOLUTE MAX LIMITS
Power AC Input Voltage

CONDITIONS MAX
250

MAX UNITS

MIN MAX

Deg C

UNITS

UNITS
Volts AC

0 50

Humidity Operating/Storage 0 85 % RH

0.1 99.9

Temperature Range Storage/No Power -40 60 Deg C

Voltage to sensor Internally Supplied 10.8 13.2 Volts DC
Current to sensor Internally Supplied ----- 100 mA

PROGRAMMING

sec

Analog Output Type (0-20mA, 4-20mA, 0-10V) 

Voltage to sensor DC Output Voltage +13.2 Volts DC

Current to analog output Internally Supplied 4 20 mA

High Update Time 0 99.9 sec

Rate Scaling Display
0.2 999999

mA or V
Analog Low Scale Value -99999 99999
Analog High Scale Value -99999 99999

RPM*

Rate Input Value (# pulses/rev) 0 99999.9

RPM*

Current to sensor DC Output Amperage 100 mA

Power AC Input Voltage 85 250 V AC

900-26-______

Rate Decimal Point Display 0 0.0000

 (1 = sec., 60 = min., 3600 = hr.)

*METER DISPLAY VALUE IF NOT MONITORING RPM


